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POST

UNION

RAILS SECURED IN

PTR BRACKETS

USING TEK SCREWS

TERMINATE FENCE AT LAST POST IF POSSIBLE,

BUT FENCE MAY CANTILEVER UNSUPPORTED

BEYOND LAST POST UP TO 36".

FASTENERS APPLIED ON BRACKETS

WITH THE BOLT HEAD FACING THE

UNSECURE SIDE AND THE NUT FACING

THE SECURE SIDE

UNSECURE SIDE

(TYPICALLY EXTERIOR)
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(TYPICALLY INTERIOR)
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SCALE: NTS

TYPICAL ELEVATION
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GUARDIAN 2000 

SCALE: NTS

PLAN

2

SCALE: NTS

SECTION

3

PIER SIZES TO BE DETERMINED

BASED UPON POST SIZE,

FENCE HEIGHT, WIND LOAD,

AND SOIL CONDITIONS.
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STANDARD UNION

WITH TRIM CAP TYP

8'H SYSTEM SHOWN

10'-0" TYP MAX POST O.C.

(MAX SPACING DEPENDENT UPON SITE CONDITIONS & REQUIREMENTS)

ONCE GUARDIAN UNION IS SECURELY ATTACHED TO

RAILS USING TEK SCREWS, SLIDE TRIM CAP INTO UNION

SLOTS FROM THE TOP OF THE VERTICAL UNIONS.

TRIM CAP

2

STANDARD UNION

TRIM CAP DETAIL

SCALE: NTS

SLIDE TRIM CAP DOWN UNTIL APPROXIMATELY 2" IS LEFT

ABOVE UNION. TAKE PLIERS AND SLIGHTLY SQUEEZE THE

GUIDE TRACKS ON THE BACK SIDE TO HOLD TRIM CAP

SECURELY IN PLACE.
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GUARDIAN 2000

PANEL

2" SQ X 16GA RAILS

SENTRYGUARD 3/4-#9

(STANDARD)

MINILOUVER-75

OPTION

DUTYGUARD 3-5-8

OPTION

3"
3"

EQ. EQ.

49" MAX UNION O.C.

100" MAX UNION O.C.

3"3"

EQ. EQ. EQ. EQ.

73" MAX UNION O.C.

3" 3"

EQ. EQ. EQ.

MESH SECURED

TO RAILS USING

TEK SCREW WITH

FENDER WASHERS

CORNER TRIM

INSTALLED UNDER

UNIONS, SECURED

BY TEK SCREWS
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INFORMATION AND/OR TECHNICAL DATA CONTAINED ON THIS DRAWING BELONGS TO 
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